
HUMIDUR® FP 
ANTI-CORROSION COATING
HALVING YOUR CORROSION COSTS WITHOUT  
COMPROMISING QUALITY

SINGLE
COAT

Non-toxic, non-flammable 
epoxy system with a life 
expectancy of 30 years.

HUMIDUR ® FP VS CONVENTIONAL 3 COAT L AYER SYSTEM
Application & hourly labour costs by the m2 

HUMIDUR® FP - PROTECTING INFRASTRUCTURE 
WITH  MINIMAL DOWNTIME

+200,000 m2

APPLIED
Onshore and offshore across 

Australia.  

LOWER $/M 2 -  30 TO 50%

REDUCED SCHEDULE - 50%

LONGER LIFE -  130%

BASED ON RESULTS FROM 
WOODSIDE’S K ARR ATHA  
GAS PL ANT (KGP)

Humidur FP Conventional  
3 Coat Layer System

$100/m2

$200/m2

5  
hours/m2

10  
hours/m2

$50

$100

$200

$150

5 hrs

10 hrs

20 hrs

15 hrs

OZ READY

Suitable for Australia’s 
harsh environments. From 
the Tropics to the Pilbara, 
to the Great Southern, 
Humidur® One Coat does 
it all. 

CUSTOMERS - YEARS USED

5 years 2 years 2 years

DISCLAIMER: Matrix Composites & Engineering Ltd (“Matrix”) warrants that the information contained herein is accurate and complete to the best of its knowledge and belief. 
However, past product performance may not be indicative of future results. Due to various factors, including customer-specific and workforce conditions, actual product 
performance may vary. Moreover, you should not assume that the information contained herein is a substitute for obtaining specific advice from Matrix in relation to your specific 
circumstances. To the maximum extent permitted by law, Matrix disclaims all liability for any use of, or reliance on, such information in the absence of obtaining such advice.

4 years 2 years
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